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Code Filter Area (m2) Max Flow Rate

SF500 0.22 185 lpm 11.10m3/h

SF650 0.32 260 lpm 15.60m3/h

SF700 0.40 325 lpm 19.50m3/h

SF800 0.50 415 lpm 24.9m3/h

FUNCTIONS : Refer to 6-Way Multi-port Valve

Maximum Working Pressure 250kPa / 36psi / 2.5bar

Factory Testing Pressure 400kPa / 58psi / 4.0bar

Maximum Water Temperature 43ºC (109)ºF)

Size of Silica Sand 0.5-0.8mm

Maximum Filtration Velocity 50mm3 / h /m2

AVAILABLE IN CODE

20 inch filter with PRAHER valve 40mm fittings SF500

25 inch filter with PRAHER valve 40mm fittings SF650

28 inch filter with PRAHER valve 50mm fittings SF700

32 inch filter with PRAHER valve 50mm fittings SF800

Code A (mm) B (mm) C (mm) D (mm) E (mm) F (mm)

SF500 535 500 845 670 730 235

SF650 635 500 950 775 835 300

SF700 723 500 1092 877 960 390

SF800 800 753 1200 1002 1085 425
Sand size may differ from country to country and therefore sand weights may vary.

By

Filter media quantity required (guide only)

Model Height mm (A) Diameter mm (B) Valve Port Size Sand  
Kg / Bags

Zeolite  
Kg / Bags

Coarse Glass  
Kg / Bags

Fine Glass  
Kg / Bags

20 inch SF500 845 535 40mm / 1.5” 80 / 4 60 / 4 25 / 2 40 / 3

25 inch SF650 950 635 40mm / 1.5” 140 / 7 105 / 7 45 / 3 60 / 4

28 inch SF700 1020 710 50mm / 2.0” 220 / 11 165 / 11 60 / 4 105 / 7

32 inch SF800 1200 800 50mm / 2.0” 260 / 13 195 / 13 75 / 5 120 / 8


